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Bulldozer Daily Inspection – To-Do List 

Before Starting the Machine  Date:…………………………………………….. Signature:…………………………………………………… 

☐ Walk-around inspection – Check for leaks, damage, loose bolts & pins 

☐ Undercarriage check – Inspect track tension, track shoe pins and remove rocks or debris 

☐ Blade & attachments – Check blade, cutting edges and ripper for cracks, wear, and proper pin security 

☐ Hydraulic system – Inspect hoses, cylinders, and hose connections for leaks or damage 

☐ Engine compartment – Check oil level, coolant level, fuel level, belts, and air filter condition 

☐ Cab check – Clean windows, verify controls and pedals move freely, remove any loose items 

☐ Safety equipment – Ensure lights, horn, seat belt, backup alarm, and fire extinguisher are functional or in place. 

 

Before Beginning Work 

☐ Start-up check – Listen for unusual noises; verify gauges (oil pressure, temp, fuel, hydraulic) read normally 

☐ Hydraulic warm-up – Operate lift and tilt function slowly to ensure smooth movement 

☐ Steering and brake test – Confirm steering clutch/steering control and brake systems function correctly 

☐ Travel test – Move the machine a short distance to confirm drivetrain response and track behaviour 

☐ Work area review – Check for overhead/underground hazards, people, and safe entry/exit paths 

☐ Use the horn - Give notice before moving or starting work with the machine 
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